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About this document

This folder contains four installation and maintenance chapters for the
NT7L26 Series Fiber Express* 24/48 (3U) Rack or Wall Mount Fiber Patch Panel.
Each of the four chapters deals with a specific installation or maintenance
task.

This document assumes that you are familiar with procedures such as cable
termination and splicing of optical fiber.

Before starting a procedure, check to make sure that you have the required
tools and materials outlined on the cover sheet of each chapter.

Briefly review each pictorial procedure to familiarize yourself with the
icons and graphic symbols used.
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Safety guidelines and warnings

Optical fiber

The following precautions must be taken when working with optical fibers:

a) Safety glasses must be worn when installing optical fibers. Small bits of
glass fiber are almost invisible when on the fingers; the hands should
therefore always be wiped on a handi-wipe before making any contact with

the eyes.
WARNING
If there is any suspicion of a glass chip in the eye, seek medical attention
at once.

b) Handle optical fibers carefully and always position them in a safe and
secure location during the installation procedures.

¢) Do not handle pieces of cut fiber with bare fingers. Use tweezers or the
sticky side of a piece of vinyl tape to pick up and discard any loose fiber
ends.

d) All fiber cuttings should be placed in a plastic bottle provided for that
purpose.

Laser radiation
Optical fibers transmit laser radiation of sufficient magnitude to cause injury to
personnel and caution must be exercised to avoid exposure. This caution
applies to any point in the system where the laser signal can be "accessed" (for
example, at bare fiber ends).
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